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 	 	 12 & 14 PIN DIN/PANEL MOUNT SOCKETS

STRUTHERS-DUNN

STRUTHERS-DUNN

  *  IMPROVED DESIGN LOWERS CONTACT 
	 RESISTANCE

  *  STANDARD DIN RAIL MOUNTING

  *  FINGER SAFE-IP20

  *  ACCEPTS INTEGRAL RELAY HOLD DOWN CLIP           

  *  UP TO 600 VAC

STANDARD
    PART
 NUMBER

DESCRIPTION

27390D
27390

12 PIN SOCKET DIN/PANEL MOUNT
  WITH SCREW TERMINALS AND
         CLAMPING PLATES

33377D
33377

14 PIN SOCKET DIN/PANEL MOUNT
  WITH SCREW TERMINALS AND
         CLAMPING PLATES

NUMB E R  OF  T E R MINA L S

E L E C T R IC A L  R A T ING
     V oltage R ating:
     C urrent R ating:

DIE L E C T R IC  S T R E NG T H
    Output to Adjacent Output T erminals :
    Output to Input T erminals :
    T erminals  to R ail C hass is :

T E MP E R A T UR E
     R ated Operation:

MIS C E L L A NE OUS
     Mount S crew T roque:
     F lammability R ating:
     Wire S ize:
     C olor:
     DIN Locking C lip C olor:

600 V olts  
10 Amps 

2000 V  rms 
2000 V  rms

-40  C  to +80  C

8-10/0.90-1.13 Lb-in/Nm
94V -0
20-12/0.5-3.0 AWG /mm2
Light G rey
R ed

G E NE R A L  S P E C IF IC A T IONS  (@  25 C )

0 0

0

12 OR  14

2000 V  rms 

     

C ONS T R UC T ION
    P rotection C atalog:
    Internal Metal T racks :
    S crews T erminals :

C opper Alloy, S inc P lated 
S teel, Zinc P lated

IP 20 

    S crew S tyle and S ize: M3.5 x 0.06 x 6.35 mm
    S crew T erminal T orque: 9 / 1.01 lb-in. Max.

     Weight: 102 or 129 grams approx.

10 AMPS, 600 VOLTS

MATING RELAYS: 219, 246, 247,
                               B255, A311

OUTLINE DIMENSIONS
DIMENSIONS SHOWN IN INCHES & (MILLIMETERS)
                   TOLERANCES:    0.010 (   0.25)
                  UNLESS OTHERWISE SHOWN

± ± 

PART NUMBER W/O "D" -ACCEPT RING TERMINALS
	 	 	    -NUCLEAR QUALIFIED
	 	 	    - PANEL MOUNT

C            US
UL R ecognized


